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Transformer rectifier unitAbstract The Auto-Transformer Rectifier Unit (ATRU) is one preferred solution for high-power
AC/DC power conversion in aircraft. This is mainly due to its simple structure, high reliability and
reduced kVA ratings. Indeed, the ATRU has become a preferred AC/DC solution to supply power
to the electric environment control system on-board future aircraft. In this paper, a general mod-
elling method for ATRUs is introduced. The developed model is based on the fact that the DC volt-
age and current are strongly related to the voltage and current vectors at the AC terminals of
ATRUs. In this paper, we carry on our research in modelling symmetric 18-pulse ATRUs and
develop a generic modelling technique. The developed generic model can study not only symmetric
but also asymmetric ATRUs. An 18-pulse asymmetric ATRU is used to demonstrate the accuracy
and efficiency of the developed model by comparing with corresponding detailed switching SABER
models provided by our industrial partner. The functional models also allow accelerated and accu-
rate simulations and thus enable whole-scale more-electric aircraft electrical power system studies in
the future.
 2018 Production and hosting by Elsevier Ltd. on behalf of Chinese Society of Aeronautics and
Astronautics. This is an open access article under the CC BY-NC-ND license (http://creativecommons.org/
licenses/by-nc-nd/4.0/).1. Introduction
Driven by the demand to optimize aircraft performance,
decrease operation and maintenance costs and reduce noise
pollution, the aircraft industry has been pushed towards the
concept of the More-Electric Aircraft (MEA). In the MEA,
many functions which are conventionally managed by hydrau-
lic, pneumatic and mechanical power, will be replaced with
devices driven by electrical power.1,2 Such replacement wouldcations,
Fig. 1 Multi-level modelling paradigm.16
Fig. 2 General auto-transformer rectifier units.
2 T. YANG et al.reduce system weight and volume, increase overall reliability,
capability and maintainability, and provide higher durability
for aircraft operations.3 Aircraft power electronics have also
been affected by this trend. The need for power conversion
and driving equipment on-board has become significant.
Recently, the usage of AC-DC conversion has become a com-
mon feature for aircraft power distribution systems. In general,
there are two main types of this AC-DC power conversion: the
PWM active front-ends and passive multi-phase transformer
rectifiers. The former has seen increased application incorpora-
tion such as electromagnetic actuators4 and electrical starter-
generator applications.5 However, the latter seems to be the
main power source for high-power DC load such as aircraft
Environment Control Systems (ECS) due to its simple struc-
ture and high reliability. The civil aircraft has long been using
Transformer Rectifier Unit (TRU) to produce 28 VDC from
115 V, 400 Hz ACsources. However, recently the auto-
transformer rectifier has received more attention in aerospace
industry due to its reduced kVA rating compared with TRUs.6
A number of possible ATRU topologies have been pro-
posed during the last decade.7–13 These ATRUs can be catego-
rized into 12-pulse types, 18-pulse types, 24-pulse types, etc.,
according to the number of pulses in the rectified voltage or
in the line current during one fundamental cycle. Among these
topologies, the 18-pulse ATRU seems to be a preferable
option. This is due to the fact that it has higher power quality
than the 12-pulse type and less devices than the 24-pulse or
other higher pulse type ATRUs. The 18-pulse ATRU is now
actually being used on-board B787, the Dreamliner, supplying
power to the environment control system.14
The 18-pulse ATRUs can be divided into symmetric and
asymmetric types depending on the symmetry of voltages on
the secondary side of the transformer. For symmetric 18-
pulse ATRUs, the voltages on the secondary side of the auto-
transformer are with the same magnitude (normally the same
with the magnitude of voltage on the primary side) and have
an equal phase shift of 40 from each other. The load power
is equally shared by the three directly-connected diode bridges.
For asymmetric 18-pulse ATRUs, however, the voltages on the
secondary side are of different magnitudes. The voltage phase-
shift angle is also not necessarily 40.
The increased power electronics and motor drives on-board
MEA are bringing significant modelling challenges due to its
wide variation in time constant. The challenge is to balance
the simulation speed against the model accuracy and this is
dependent on the modelling task. Four different modelling
layers are defined according to the modelling bandwidth,
i.e. architectural models, functional models, behavioural mod-
els and component models15,16 as shown in Fig. 1.
The architectural layer computes steady-state power flow
and is used for weight, cost and cabling studies. In the func-
tional level, the system components are modelled to handle
the main system dynamics up to 150 Hz. The error of models
in this level should be less than 5% in respect of the beha-
vioural model accuracy. The behavioural model uses lumped-
parameter subsystem models and the modelling frequencies
can be up to hundreds of kHz. The component models cover
high frequencies, electromagnetic field and ElectroMagnetic
Compatibility (EMC) behaviour, and perhaps thermal and
mechanical stressing. The bandwidth of component models
can be up to MHz region if required.16Please cite this article in press as: YANG T et al. Generic functional modelling of m
Chin J Aeronaut (2018), https://doi.org/10.1016/j.cja.2018.03.010This paper aims to develop a general functional model of
ATRUs which allows future engineers to study ATRUs in a
more efficient and effective way. The functional models allow
accelerated and accurate simulations and thus enable a whole-
scale MEA Electrical Power System (EPS) studies in the
future. The developed ATRU model is based on the vector
concept and in the synchronous dq frame. This method has
been widely used in modelling electrical machines.16–18
The remainder of the paper is organized as follows: Sec-
tion 2 briefly outlines the operation of ATRUs; Section 3 gives
details of the development of the proposed modelling tech-
nique; an 18-pule ATRU is used for the effectiveness and effi-
ciency studies in Section 4; Section 5 draws the conclusions of
the paper.
2. Operation principles
The design of multiphase transformer rectifiers has been well
discussed in Ref. 19. The auto-transformer rectifiers normally
comprise a phase-shift transformer and a set of three-phase
diode bridges as shown in Fig. 2. The phase shift transformer
is not necessarily an auto-transformer type. However, the
auto-transformer is a preferred option due to its low kVA rat-
ings. In this paper, we mainly focus on auto-transformer recti-
fier units.
As can be observed in Fig. 2, the auto-transformer is used
to create three sets of three-phase voltages on the secondary
side, i.e. (va1, vb1, vc1), (va2, vb2, vc2) and (va3, vb3, vc3). These
resultant 9 phases are then fed into three diode bridges supply-
ing power to the dc link. At each instant of time, there are two
diodes conducting. These two conducting diodes allow the lar-
gest line-to-line voltage to be applied to the DC side. We refer
to the ATRU system shown in Fig. 2 as a ‘‘3-9-DC” system.
For some ATRUs, especially asymmetric ones, the voltage
sources on the primary side of the transformer also feedulti-pulse auto-transformer rectifier units for more-electric aircraft applications,
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connected to the primary side. In this paper, we consider that
the voltage set (va1, vb1, vc1) is the same as that from the pri-
mary side, i.e. (va, vb, vc).
3. General functional model of 18-pulse ATRUs
A general functional modelling method for the 18-pulse
ATRUs will be detailed in this section. Although the develop-
ment process is similar to our previous work for a symmetric
18-pulse ATRU in Ref. 20, this paper extends this modelling
technique to more general ATRU topologies and thus covers
both symmetric and asymmetric ATRUs. However, the basic
concept of model development keeps the same. In summary,
development of the functional model will involve the following
four steps:
Step 1. Reducing the 3-9-DC system in Fig. 2 into a 3-3-DC
system as shown in Fig. 3, where Req and Leq are the equiv-
alent resistance and inductance of the autotransformer.
This can be achieved using auto-transformer voltage and
current relations between primary and the selected channel
on the secondary side (marked as vas, vbs and vcs in Fig. 3).
Step 2. Transforming the 3-3-DC system into the dq frame.
Step 3. Using the space vector concept to derive the rela-
tionship between the chosen channel voltage and current
vectors (vs and is) and the rectified voltage and current vdc
and idc.
Step 4. Identifying the equivalent leakage inductance and
resistance.
The reduced-order ATRU model is divided into three parts
as shown in Fig. 3: An ideal transformer, an equivalent RL cir-
cuit and an AC/DC converter. The development of functional
models for each part will be detailed in the following sections.
3.1. Ideal transformer
For any transformer or auto-transformer, the voltages on the
primary side and the secondary side are strongly coupled.
Some typical auto-transformers for 18-pulse ATRUs are
shown in Fig. 4.
Fig. 4(a) and (b) show three types of auto-transformer for
symmetrical ATRUs and their associated voltage phasor dia-
grams. It can be seen that the voltage phasors on the primary
side (Va, Vb, Vc) and the secondary side (Va1, Vb1, Vc1), (Va2,
Vb2, Vc2) and (Va3, Vb3, Vc3) are of the same magnitude. TheFig. 3 Equivalent repre
Please cite this article in press as: YANG T et al. Generic functional modelling of m
Chin J Aeronaut (2018), https://doi.org/10.1016/j.cja.2018.03.010primary voltages also supply one set of diode bridges directly.
The voltage phasors divide the plane equally with 40 phase
shift from each other. When these transformers are used for
18-pulse ATRU applications, the primary voltage source,
together with the secondary windings, is used to feed the three
sets of diode bridges. The auto-transformer shown in Fig. 4(c)
is an asymmetric auto-transformer where the voltages of the
primary and secondary side are of different magnitudes. The
phase shift between primary and secondary sides is 37 instead.
The corresponding phase diagram in Fig. 4 can be given in
Fig. 5.
From the phasor diagrams in Fig. 5, we can derive that the
corresponding three-phase voltages on secondary sides (va2,
vb2, vc2) can be given as a function of three-phase voltages
(va, vb, vc) on the primary side. One set of the three-phase volt-
ages on the secondary side of the transformer (take va2, vb2 and
vc2 as examples) can be given in a general form irrelevant to the
auto-transformer types as
va2 ¼ va þ k1ﬃﬃ3p ðvb  vcÞ þ k2ﬃﬃ3p ðvb  vaÞ
vb2 ¼ vb þ k1ﬃﬃ3p ðvc  vaÞ þ k2ﬃﬃ3p ðvc  vbÞ
vc2 ¼ vc þ k1ﬃﬃ3p ðva  vbÞ þ k2ﬃﬃ3p ðva  vcÞ
8><>: ð1Þ
where k1 and k2 are the turn ratios between the primary and
secondary windings of the transformer. For the configurations
in Fig. 5, the turn ratio k1 and k2 are given as
These parameters can be calculated from the phasor dia-
gram in Fig. 5 with designed secondary voltage magnitudes
and shift angles. Eq. (1) can be written in matrix form as
va2
vb2
vc2
264
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where the matrix A is defined as
A ¼
1 k2ﬃﬃ
3
p k1ﬃﬃ
3
p þ k2ﬃﬃ
3
p  k1ﬃﬃ
3
p
 k1ﬃﬃ
3
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3
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Assuming that all the power is transferred through the
transformer from the chosen channel in order to reduce the
system order, we can derive
ia
ib
ic
264
375
T
va
vb
vc
264
375 ¼ kp ia2ib2
ic2
264
375
T
va2
vb2
vc2
264
375 ð4Þsentation of ATRU.
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Fig. 4 T-Delta and Delta winding configurations of different types of 18-pulse ATRU.21
Fig. 5 Phasor diagram of symmetric T-Delta type, Delta, Polygon winding for symmetric ATRU and asymmetric D-ATRU.
4 T. YANG et al.where kp is called the power balance coefficient. This coeffi-
cient is to ensure that the power is balanced between primary
and secondary sides of the transformer. This coefficient kp is
exclusively dependant on the configuration of the transformer.
The calculation of kp will be explained in Section 3.2.4. Substi-
tuting Eq. (2) into Eq. (4) yields
ia
ib
ic
264
375 ¼ kpAT ia2ib2
ic2
264
375 ð5Þ
The transformation from the abc three-phase coordination
to the dq frame is considered as
fdq ¼ Ksfabc ð6Þ
where fabc represents variables in the three-phase coordinate;
Ks ¼ 2
3
cos h cosðh 2=3pÞ cosðhþ 2=3pÞ
 sin h  sinðh 2=3pÞ  sinðhþ 2=3pÞ
 
ð7Þ
where h is the synchronous angle and h=
R
xdt, x is the angu-
lar speed of the rotating dq frame Transforming Eqs. (2) and
(5) by multiplying both sides by Eq. (7) yields
vd2
vq2
 
¼ 1
ﬃﬃﬃ
3
p
k2=2 k1 þ 0:5k2
ðk1 þ 0:5k2Þ 1
ﬃﬃﬃ
3
p
k2=2
" #
vd
vq
 
ð8Þ
id
iq
 
¼ kp 1
ﬃﬃﬃ
3
p
k2=2 ðk1 þ 0:5k2Þ2
k1 þ 0:5k2 1
ﬃﬃﬃ
3
p
k2=2
" #
id2
iq2
 
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ages and currents of the primary winding and the selected sec-
ondary winding of an auto-transformer. The dq
transformation, essentially, is to project the voltage and cur-
rent vectors into a synchronous reference frame. The vector
is defined as
x ¼ 2
3
ðxa þ xbej2p=3 þ xcej4p=3Þ x ¼ v; i ð10Þ
The magnitude of voltage or current vectors in Eq. (10) is
equal to its corresponding peak phase value. The relation of
vector magnitudes between the primary and secondary sides
(the second channel) of the transformer is give as
kv2k ¼ kvkvk ð11Þ
kik ¼ kvkpki2k ð12Þ
where k  k is the magnitude of the corresponding vector, and
kv is the ratio between the magnitude of voltages on primary
and secondary sides of the transformer. The magnitudes of
vectors can be calculated in the dq frame as
kxk ¼ x^ ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
x2d þ x2q
q
ð13Þ
where x can be voltage or current, and x^ is the peak value of x.
3.2. AC-DC converter
With the vector concept introduced in Section 3.1 the voltage
and current relations for the AC-DC converter parts shown in
Fig. 3 will be detailed in this section.ulti-pulse auto-transformer rectifier units for more-electric aircraft applications,
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For any multi-phase rectifier, the dc-link voltage is always
equal to the maximum line-to-line voltage on the AC side at
any instant of time. In a phasor diagram, the line-to-line volt-
age phasors implemented on the DC side of diode bridges are
essentially those with the largest distance between two phase
voltages as shown in bold dotted lines in Fig. 5. For an 18-
pulse ATRU, these line-to-line voltage phasors always operate
for p/9 period as shown in Fig. 6. In addition, each phasor and
its opposite phasor (Vcb1 and Vb1c for example) are with the
same terminals but connected to dc-link capacitor in opposite.
It can also be noticed that for symmetric ATRUs, each
diode carries 2p/9 period of idc. For example, during the period
with phasors from Vc2b1 to Vcb1 then Vca2, the lower diode at
phase b1 conducts for p/9 when Vc2b1is active and another p/9
when Vcb1 is active as shown in Fig. 6(a).
For the asymmetric, however, the terminals (a1, b1, c1) &
(a2, b2, c2) on the secondary side conduct for only p/9 as
shown in Fig. 6(b).
For example, from Vac to Vac2 and then Vab1, the terminal
c2 only conducts for p/9 period.Fig. 6 Line-to-line voltage phasor reflected on DC-link side of
ATRU.
Fig. 7 Relations between line-to-line voltages and DC-link
voltage.
Table 1 Relations between DC-link voltage vdc and voltage vectors
Item
Maximum line-to-line voltage V^ll
Relation between DC-link voltage vdc and phase peak voltage V^a
Relation between DC-link voltage vdc and voltage vector v2 dq componen
* This row considers the relation between V^a and V^a2 as illustrated in E
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Chin J Aeronaut (2018), https://doi.org/10.1016/j.cja.2018.03.010Considering that the line-to-line voltage phasors are of the
same magnitude and each of them functions for p/9 period, the
relation between the dc-link voltage and line-to-line voltages is
shown in Fig. 7.
With Fig. 7, we can derive that the dc-link voltage vdc is the
average value of a line-to-line voltage around its peak for a
period [p/18, p/18] and can be given as
vdc ¼ 9p
Z p=18
p=18
V^ll cos hdh ð14Þ
where V^ll is the magnitude of line-to-line voltages in Fig. 6 and
can be calculated from phase peak voltage value bVa. With Eq.
(14), we have the following table.
In Table 1, V^a is the maximum value of the phase voltage va
and is equal to the magnitude of v, denoted as kvk, and V^a2 is
the maximum value of the phase voltage va2 and is equal to the
magnitude of va2.
3.2.2. Current
As mentioned before, the conduction period of each phase at
the secondary side of the ATRUs is dependent on the topology
of the transformers. If we only consider the fundamentals of
the currents at the AC side of the diode bridges, the relation-
ship between i2 and idc can be written as
ki2k ¼ 4 sinup idc ð15Þ
The angle / is half of the conduction period of diodes con-
nected to the selected channel. For asymmetric ones, / is p/9.
For asymmetric ones shown in Fig. 4, / is equal to p/18. If we
neglect the internal inductance, the snubber resistance, and the
capacitance of the diodes and assume there is no energy stor-
age within a diode rectifier, the fundamental components of
voltage and current on the AC side are in phase. Thus the
phase angle of the AC current vector can be given from the
voltage vector as
hi2 ¼ arc tanðvq2=vd2Þ ð16Þ
Hence, the currents on the d and q axes are
id2 ¼ ki2k cos hi2 ð17Þ
iq2 ¼ ki2k sin hi2 ð18Þ3.2.3. Commutation loss
Analysis of commutation loss for an 18-pulse rectifier can
begin from the study of a 6-pulse diode rectifier. Considering
that the commutation occurs every p/9, the voltage drop thus
can be expressed asof auto-transformers.
Symmetric Delta-type
ATRUs
Asymmetric Delta-type
ATRUs
V^ll ¼ V^cb1 ¼ 2V^a cosðp=18Þ V^ll ¼ V^ab ¼
ﬃﬃﬃ
3
p
V^a
vdc ¼ 18p V^a sinðp=9Þ vdc ¼
ﬃﬃﬃ
3
p
V^a
sinðp=18Þ
p=18
ts*
vdc ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
v2
d2
þv2
q2
p
kv
sinðp=9Þ
p=18 vdc ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
v2
d2
þv2
q2
p
kv
ﬃﬃ
3
p
sinðp=18Þ
p=18
q. (11).
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6 T. YANG et al.DVd ¼ xLsidcp=9 ¼
9
p
xLsidc ð19Þ
Combining dc-link voltage in Table 2and Eq. (19), the DC
link voltage can be written as
vdc ¼
ﬃﬃﬃ
3
p
V^a
sinðp=18Þ
p=18
 9
p
xLsidc ð20Þ3.2.4. Calculation of kp
The power balance coefficient kp is derived using the principle
of power balance between the AC and DC sides of the ATRU.
This has been detailed discussed in Ref. 20 and will be briefly
introduced in this section.
The power on the DC side can be calculated as
Pdc ¼ vdcidc ¼
ﬃﬃﬃ
3
p sinðp=18Þ
p=18
V^aidc ð21Þ
Assuming that there is no provision for energy storage and
power losses in the diode bridge, the fundamental component
of current at the input must be in phase with the input voltage
(as the output current is in phase with the output voltage).19
The power at the AC side can be expressed as
Pac ¼ 3
2
kvkkik ¼ 3
2
kvkp
4 sinðp=18Þ
p
V^aidc ð22Þ
Using power balance Pdc = Pac and combining Eqs. (21)
and (22), we can derive
kp ¼ 3
ﬃﬃﬃ
3
p
kv
ð23Þ3.3. Equivalent RL circuit
The parameters Leq and Req are given as
Leq ¼ Ls þ Lp
N2
ð24ÞFig. 8 18-pulse asymmetric ATRU model in dq frame.
Table 2 Turn ratios for different auto-transformers.
Auto-transformer types Values of k1 and k2
T type in Fig. 4(a) k1 = 0.51, k2 = 0.27
D type in Fig. 4(b) k1 = 0.51, k2 = 0.27
D type in Fig. 4(c) k1 = 0.45, k2 = 0.24
Please cite this article in press as: YANG T et al. Generic functional modelling of m
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N2
ð25Þ
where Lp and Ls are the primary and secondary leakage induc-
tances respectively, Rp and Rs are the primary and secondary
winding resistances respectively, and N is the turn ratio
between the primary and secondary windings.
Summarizing this section, the developed DQ model of the
overall asymmetrical ATRU can be presented by Fig. 8. As
can be seen, the model includes three parts, i.e. the trans-
former, RL circuits and the converter. The auto-transformer
and converter are represented as controlled current and volt-
age sources. The developed DQ model can be interfaced with
other models developed in the dq frame as in Ref. 16,22, where
ideal three-phase sources, synchronous machines, transmission
lines, etc. are introduced. A three-phase voltage source will
become two DC sources in the dq-frame model, as shown in
Fig. 8. The developed DQ model can connect with models
developed in the three-phase coordinate frame, by using a
three-phase to dq frame interface. The developed model can
be used for both balanced and unbalanced conditions as dis-
cussed in Ref. 20. The procedure of developing functional mod-
els of asymmetric ATRUs can be summarised by the flowchart
in Fig. 9.
4. Simulation results of asymmetric example
The generic functional model has been successfully imple-
mented to a D-type symmetric 18-pulse ATRU in our previous
publication.20 In this section, we will demonstrate the effective-
ness of the technique in modelling a D-type asymmetric
ATRU. This asymmetric ATRU, shown in Fig. 4, will be
tested and validated by comparison to a corresponding beha-
vioural model under both balanced and unbalanced condi-
tions. The original behavioural model of the ATRU was
developed in SABER provided by our industrial partner and
has been validated before release. The behavioural model
(ABC model) considers the leakage inductance of the trans-
former as well as the switching behaviour of the diodes in
the converter. The simulation scheme is shown in Fig. 10. Sim-
ulations have been performed on an Intel i7 CPU@3.20 GHz,Fig. 9 Flowchart for development of ATRU DQ models.
ulti-pulse auto-transformer rectifier units for more-electric aircraft applications,
Fig. 11 DC-link voltage comparison between ABC model and
DQ model with a line-to-ground fault occurring at t= 0.1 s.
Fig. 12 Comparison of AC side currents within ABC model and
DQ model with a line-to-ground fault occurring at t= 0.1 s.
Generic functional modelling of multi-pulse auto-transformer rectifier units for more-electric aircraft applications 724.0 GB of RAM using Dymola/Modelica v.7.4 software. The
behavioural model is redeveloped in the Dymola from the orig-
inal SABER model to enable the computation time studies
comparing the behavioural model and the functional model.
The Radau IIa algorithm has been chosen in the solver and
the tolerance has been set at 1  104. As a quantitative eval-
uation of the computational efficiency of these modelling tech-
niques, the computation time has been compared. Meanwhile,
the evaluation of the accuracy is performed by comparing the
plots of the system quantities.
4.1. Line-to-ground fault
In this section, the developed DQ model is simulated and
tested under line-to-ground fault conditions. The simulation
scheme is shown in Fig. 10. The ATRU is supplied by an ideal
three-phase voltage source with phase voltage Vs =
230VRMS@400 Hz. The transmission line is modelled as an
RL circuit with RT = 0.1 X and LT = 1 lH. The DC-link
capacitance C= 260 mF and the load resistance is set at 10
X. A line-to-ground fault is applied between phase A and the
ground at the front end of the ATRU and the fault resistance
Rfault is set at 100 lX. Simulation results from the ABC model
and the DQ model are compared in Fig. 11 and Fig. 12. From
Fig. 11, it can be seen that under balanced conditions, the DC-
link voltage vdc in the ABC model includes high switching har-
monics, while vdc from the DQ model is with a constant value.
Under line-to-ground fault conditions, a second harmonic
(800 Hz) appears in the DC-link voltage of both the ABC
and DQ models. This is mainly due to the fact that with an
unbalanced power supply, the multi-pulse rectifier is reduced
to a single-phase diode rectifier. In the DQ model, the second
harmonic appears in both d and q axes. The results from the
two models are very well matched under both balanced and
unbalanced conditions. The AC currents flowing into the
ATRU are shown in Fig. 11. The currents from the ABC
model and DQ model match very well under both balanced
and line-to-ground fault conditions. After the line-to-ground
fault occurs at 0.1 s, since phase A is short-circuit to the
ground, there is only a small leakage current, ia, flowing
through phase A.
4.2. Line-to-line fault
The developed model was also tested under line-to-line fault
conditions. The system scheme is shown in Fig. 10 with a
line-to-line fault between phase A and phase B at t= 0.05 s.
The parameters keep the same as those used in Section 4.1.Fig. 10 Simulation scheme of AT
Please cite this article in press as: YANG T et al. Generic functional modelling of m
Chin J Aeronaut (2018), https://doi.org/10.1016/j.cja.2018.03.010The DC-link voltage at the output of the ATRU, and cur-
rents flowing into the ATRU, are shown in Figs. 13 and 14
respectively. As can be seen from these two figures, the results
from the DQ model and the ABC model match very well under
both balanced and line-to-line fault conditions. It is important
to note that both models match very well after the fault occurs;
phase A and phase B equally share the currents under line-to-
line fault conditions and the sum of these two currents is equal
to the current flowing in phase C ic.RU under line fault conditions.
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Fig. 13 DC-link voltage comparison between ABC model and
DQ model with a line-to-line fault occurring at t= 0.05 s.
Fig. 14 Comparison of AC side currents within ABC model and
DQ model with a line-to-line fault occurring at t= 0.05 s.
Table 3 CPU time comparison between ABC and DQ
models.
Scenario ABC DQ Acceleration
Before fault (0–0.05 s) 72.08 0.12 600
Total time (0–0.1 s) 86.52 5.081 17
Fig. 15 CPU time comparison between ABC and DQ models
with a step load change at t= 0.02 s and a line-to-line fault
implemented at t= 0.05 s.
8 T. YANG et al.Table 3 shows the computation time required by the two
models under both balanced and unbalanced conditions. It
can be seen that before the fault occurs, the DQ model is
600 times faster than the ABC model. This is because under
balanced conditions, all the variables in the DQ model are
DC-like. This allows the computer to use larger simulation
steps. However, after the fault occurs, the simulation speed
of DQ model decreases sharply. This is due to the second har-
monics included in the DQ model under unbalanced condi-
tions. Table 3 and Fig. 15 give a comparison of the CPU
time required by the two models. Interestingly, Fig. 15 also
shows that the simulation speed of the ABC model underPlease cite this article in press as: YANG T et al. Generic functional modelling of m
Chin J Aeronaut (2018), https://doi.org/10.1016/j.cja.2018.03.010line-to-line fault conditions is faster than that under balanced
conditions. This is due to the fact that with a line-to-line fault,
or under unbalanced conditions, the number of conducting
diodes in one period is reduced, i.e. less switching behaviour
in one period.
5. Conclusions
In this paper, an averaging functional model framework based
on the vector concept was introduced to study both symmetric
and asymmetric ATRUs. The development of the functional
model consisted of three steps: reducing the order of the sys-
tem, transforming the reduced-order system into the DQ frame
and defining the equivalent leakage inductance and resistance.
The generic DQ model developed in this paper provides an
accurate and computationally efficient method of modelling
both symmetric and asymmetric ATRUs. In addition, the
developed model can be conveniently connected to other func-
tional DQ models developed from previous work. The inter-
face between the DQ model and the ABC model can also be
conveniently developed using a DQ/ABC transformation.
Under balanced conditions, the DQ model is 600 times faster
than ABC models. Under unbalanced conditions, the simula-
tion speed of the DQ model decreases sharply. This is due to
the double frequency in both d and q axes. The dynamic pha-
sor technique is a potential method to handle an unbalanced
system effectively. The dynamic phasor model for the 18-
pulse ATRU is under development and will be published in
future.
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